
Why install a Greenstar Ri regular?

4Fits in a standard kitchen cupboard

4High efficiency and greater reliability due to 
         innovative heat exchanger

4Simple boiler control with user-friendly 
         displays for ease of use

4Can be used with Greenskies solar panels for
         energy and cost savings

4Choice of controls enables greater comfort 
         and economy

Royal Warrant
We are honoured to have

received a Royal Warrant in
recognition of supplying goods

to Her Majesty The Queen

Trustpilot Rated 5 Stars
Our customers have

consistently rated us 5 stars
on Trustpilot.co.uk

*Terms and conditions apply

Part of the Bosch Group
All products are

manufactured with Bosch
levels of quality and

reliability as standard

Up to 7 Years Guarantee
Up to 7 years guarantee

available on all Worcester
Bosch gas boilers*

The Worcester
Greenstar Ri regular
(27kw and 30kw)



For more information on our award winning gas range,
visit worcester-bosch.co.uk

Boiler dimensions
The Greenstar Ri range will fit inside your wall-
mounted kitchen cupboards.

Know your system
Regular boilers (sometimes known as traditional,
conventional or heat only boilers) are ideally suited to
homes that already have a traditional heating and hot water
system which is linked to a separate hot water cylinder.

390mm

600mm

270mm

Greenstar System Filter

Accessories

Install a Greenstar
System Filter to protect
your heating system
from contamination and
extend your guarantee
up to 7 years†.

MODEL

Clearances

Output kW to central heating (CH)

ErP Seasonal space heating energy efficiency class

SAP efficiency - natural gas

Wall mounting jig

Plug-in timers

27Ri 30Ri

7.03kW - 27kW

30mm
5mm

200mm
20mm*

30mm
5mm

200mm
20mm*

7.03kW - 30kW

A / 92% A / 93%

89% 89%

P P
P (optional) P (optional)

Above flue
Sides
Below
Front

*20mm from a removable cupboard door, 600mm from a fixed surface for servicing.
Same clearances for ventilated and unventilated compartments.

Comfort Easy

Control options All compatible controls must be used with the optional diverter valve.

†Terms and conditions apply


